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FLUE DILUTION 
FAN | FTDF
CO2 safe dispersal ventilation
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FLUE DILUTION FAN | FTDF
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Dimensions

 Fan size A B C D E F G H I J K L M N P R S

FTDF 300 218 238 179 200 9.5 402 251 265 78 106 304 335 140 191 260 222 101
FTDF 400 250 270 236 257 9.5 440 302 302 78 109 359 394 175 222 294 281 109
FTDF 450352 384 263 295 9.5 578 302 340 78 141 408 445 194 256 409 321 121
FTDF 500360 386 298 321 7 761 454 454 200 200 500 585 233 314 411 350 145
FTDF 600 490 517 332 355 7 892 454 454 200 200 500 585 232 336 542 348 145

Line current*
Minimum clearance for servicing motor and impeller (between motor side inlet and any obstruction)

 Fan
 size

Weight
Kg

Electrical 
supply
V/Ph/Hz

Start
current
Amps

Full load
running
current
Amps

Motor
power 
Watts

Normal
Imp.

speed 
RPM

Max
ambient
Temp.

FTDF 300 9.1
8.8

230/1/50
230/1/50 1.2 0.64 75 900 40ºC

FTDF 400 12.1
12.0

230/1/50
230/1/50 2.5 1.45 120 860 40ºC

FTDF 450 22.5
23.4

230/1/50
230/1/50 8.4 2.8 335 930 40ºC

FTDF 500 42.8
44.0

415/3/50
415/3/50

12.0*
(line)

2.8*
(MAX) 900 940 40ºC

FTDF 600 46.7
47.5

415/3/50
415/3/50

12.0*
(line)

2.9*
(MAX) 900 900 40ºC

 Fan 
 size

Minimum
clearance
mm in.

FTDF 300 250 10

FTDF 400 300 12

FTDF 450 460 18

FTDF 500 500 20

FTDF 600 630 25

Figure 1.
FTDF Flue 
Dilution Fan 
Multiple Boiler 
Installation

Figure 2. 
FTDF Flue 
Dilution Fan 
Single Boiler 
Installation






